
ARMOUR PLUS  
VINYL TREATMENT 
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ChemTron 

3911 SW 47th AVE   

Davie, Florida 33314 

Tel: (954) 584 - 4530 

Fax: (954) 584 - 4531 

www.chemtron.com 

 Micro-emulsion protectant 
and conditioner 

 

 Restores original Beauty and 
Luster 

 

 Enhances Appearance 
 

 Can be used on vinyl, plastic, 
rubber, finished wood, metals, 
and similar products 

 

 Non-Flammable 

Appearance:  Milky white emulsion with 
pleasant fragrance. 
 

Boiling  point: 210 ºF  
 

Specific gravity: 0.95-1.00 gr/cc  
 

Non volatiles: 20-25 % 
 

Solubility in water: Soluble 

 

Storage stability: Keep away from high 
temperatures and oxidizing conditions 
 

Flammability: Non-flammable  
 

Packaging:  4x1 gallon Case 
  5 gallon Pail 

 Properties are typical and subject to usual  
manufacturing tolerances. 

CT – 177 

ARMOUR PLUS is a micro-emulsion 
protectant and conditioner specially     
formulated to penetrate and protect vinyl, 
plastic, rubber, finished wood, metals,  
and similar materials. ARMOUR PLUS 
can restore the original beauty and luster 
of a surface. Prior to application, surface 
should be cleaned with an appropriate  
detergent. Product should not be applied 
over grease, oil, dirt, dust or other soils. 
Apply undiluted using a sprayer, sponge 
or cloth, and allow to penetrate for 2 to 3 
minutes. Using a clean, dry cloth, wipe 
away excess and buff surface to a gloss. 
For best results, initial application should 
consist of two coats of product. Refer     
to the label and attached SDS for       ad-
ditional instructions and precautions. The 
information contained in this safety sheet 
is aimed at creating a guide for the selec-
tion and use of the product.       However, 
we are not responsible for any use not 
recommended by ChemTron. 


